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Operation & Maintenance Manual

12. SAFETY DECALS

T SAFE OPERATING PROCEDURES
T — NOT

oL o . DRINKING
DANGER i WATER

NTIVANDAL FLAP AND ALL

230volts e

FINDOUBT, CONTACT YOUR HIRE COMPANY.

General operating instructions Warns the operator that 230V General safety instructions. Affixed to washing facilities to

for arriving on site, towing and equipment is fitted and in use Roles and responsibilities for advise the operator that water

departing. in the cabin.No unqualified or hirers and operators. in these units may not be fit for
unauthorised personnel are drinking.

allowed to work on or maintain
this equipment

~ NOTICE VENT

PLEASE ENSURE HYDRAULIC Do NOT

RAMS ARE SUITABLY SUPPORTED

PRIOR TO LOWERING 0 BSTHUCT

CAUTION
HOT
VENT

Instructions on how to use an Warns of proximity of hot Warns user to ensure the Indicates that there is a vent
external electrical supply. surfaces or exhaust outlets. hydraulic cylinders are properly ~ that must not be obstructed.
supported before being
lowered.

/\ WARNING

TYRE ENSURE SPRING BOLT IS
PRESSURE SECURING AXLE LOCKING

Any attempt to remove solar panels
will irreparably damage the panels
making them unusable in any
application.

87PsS. ROD IN PRIOR TO TOWING

NO SMOKING

OR VAPING

Advises correct tyre pressure. Warns of legal obligation notto  Warns user to make sure axle Warns user not to attempt to
smoke or vape in the cabin. rod is locked in place before remove solar panels from the
towing cabin roof or side of the cabin.
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